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THE NEW DOVER HIGH SCHOOL
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Dover, DE 19904

Owner: Captial School District
158 Commerce Way
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1621 N. Lincoln 5t.
Wilmington, DE 19806
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Graphics & Sign Standards for
Dover High School

All Signs and other messages for this project, are to be fabricated
in accordance with the Graphic & Sign Standards shown here,
lending consistency in the application of materials and typography.

Sign Fabricator will provide drawings, layouts and sufficient samples,
showing compliance to set guidelines for Landlord’s review and approval.

Refer to Sign Types, Sign Elevation Diagrams, Location Plans, and
Message Schedules, for clarification on dimensions & specifications.

Examples shown here are for illustration of design intent only. It is
submitted for consideration in the purchase of the product(s)
manufactured according to these plans. Colors portrayed are
representational. Follow all color, material, fonts and application
methods to facilitate approvals.

3

Project Standard Logo Art - art provided by Dover High School
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1.0 Manufacturing

1.1 Structural General Notes

. All structural steel plate, angle, channel, tee and wide flange shall be ASTM A36 grade unless otherwise specified.
. Square and rectangular tube shall be ASTM A500 Grade B

. Round pipe shall be ASTM A53 Grade B or equivalent.

. Design and fabrication according to AISC Steel Construction Manual 13th edition.

B WN -

—_

. Details depicted on the construction drawings shall be followed for exterior appearance. Structural design shall be utilize
unitized, self-supportive framing. Fabrication of cabinet, exposed faces and graphics devices to size and style indicated
and produced surfaces free from oil canning, warping, distortion or any irregularities or inconsistencies. Include internal
bracing for stability and attachment of mounting accessories as required.

2. Fabricator may change interior construction shown on these details to conform with general shop practices. However, these
changes must be submitted to TSD as part of the shop drawings and be reviewed by TSD and noted prior to fabrication.

3. Construct all work to eliminate burrs, cutting edges and sharp corners.

4. All welding must be performed by operators who are currently qualified by tests as prescribed in AWS D.1.1, and or D.1.2
as applicable, and certified by a recognized building code authority.

5. Make all signs tight fitting, between parts and sections, and with adjacent surfaces. Unless indicated otherwise, non-welded
joints between various portions of signs must be weatherproof (for exterior signs) and have tight, hairline-type appearances,
without gaps (varying or otherwise). Provide sufficient fastenings to preclude looseness, racking, or similar movement.

6. Conform to Manufacture's recommended fabricating procedures regarding fastening, restraining, expansion and contraction
of dissimilar materials.

7. Isolate dissimilar materials.

8. Signs to be assembled and mounted so as to provide reasonable ease of access and replacement of all components.

9. Aluminum sheet not less than .125 unless noted otherwise, fabricate by MIG welding, filled and ground smooth, unless the

seam occurs along a color break. Then a clean butt joint with concealed backing channel and plug weld is acceptable. All

bends curves and folds to be geometrically correct and produced by a consistent mechanical method unless approved otherwise.

10. Jointing and Brake forming all sheet metal shall have brake formed edges with radii not grater than sheet thickness
unless otherwise specified. Adjacent stock shall have edges with similar radii.
11. Welding all exposed welds is to be ground smooth to match surface of adjacent material.
12. All mounting patterns and or templates shall have at least a fully marked base line and center line depicted on the pattern.

1.3 Graphic's Application

1. Sign copy to comply with the requirements indicated for size, proportion, style, spacing, content, position, material, finish
and color of letters, numbers, symbols and other graphics devices.

2. Al letterforms shall be aligned so as to maintain a baseline parallel to the sign format, with margins and layout as indicated
on design drawings and approved shop drawings.

3. Routed copy: Cutting and routing shall be done in such a manner that edges and corners of finished letter forms shall be sharp
and true. letter forms with nicked, cut, ragged, rounded Positive or negative corners, and similar disfigurements will not be
acceptable. Letter forms shall be aligned so as to maintain a base line parallel to the sign format, with margins and layout
as indicated on design drawings and approved shop drawings. Vertical strokes shall be plumb. Mechanically fasten center
of letters to acrylic plastic as required.

4. All high resolution large format digital printing shall be protective with a UV over laminate.

1.4 Finishing

1. Pretreatment: All surfaces shall be sanded, cleaned, primed, and pre-treated as required prior to finishing.

2. Paint: Paint shall be manufactures' highest grade for best ultraviolet light resistance, weather ability and overall longevity
of finish and color pigmentation retention.

3. Paint color mixtures shall be cross checked with approved color control samples, prior to the final finishing process.

4. All painted surfaces shall be free form particulates, blemishes, dry spots, orange peel and unevenness of spray patterns.

5.There shall be no delimitation of any parts of the sign or of the lettering from the sign face.
6. There shall be no cupping, warping, or dishing in excess or other disintegration of the sign face.

2.0 Installation

2.1 Installation General Notes

-

. Installer shall be responsible for determining the erection and dismantling of all barricade or protective coverings necessary
to safeguard the public and property during the performance and duration of the work.

. Installer shall attach signs to substrate in accordance with the structural engineer's and manufactures instructions unless
otherwise shown. Install level, plumb, and at the proper height. No movement of signs from their foundations shall occur,
the signs must remain true and plumb on their foundations.

3. Installation of all signs items shall be by the contractor. Installation includes provision of any required footing, all anchor
bolts, fastenings, attachment metal, and other miscellaneous metal items embedded in concrete or building wall material
as required, and security of signs units in place with no visible fasteners.

4, All items to be installed shall be left in a clean condition. Upon completion of the sign installation of each sign, clean all
soiled sign surfaces and touch-up all imperfections that may have occurred during the time of handling and installation.

5. All debris and packing material shall be removed and disposed of in a legal manner. All protective masking of the sign
surfaces shall be removed upon completion of the installation.

6. All excavation and site work shall be returned to its original grade configuration after contract items are installed.

N

2.2 Electrical

1. All electrical dedicated junction boxes are to be provided by the owner's representative as the point of connection within
6 feet of the sign. All electrical connections to the sign shall be made by a qualified employed by GableSigns for this purpose.
2. All electrical connections are to be made in accordance with the requirements of the National Electrical Code (N.E.C.) in
addition to all applicable local codes.
3. Installer is responsible for compliance with all applicable environmental regulations.
4, Installer is responsible for compliance with all OSHA regulations.

2.3 Concrete Foundations

1. Engage a private utility locating specialist and mark existing utilities in proximity to sign foundation before excavation.
Likewise, contact Miss Utility for marking of all public utilities in the work area.

2. Excavate for sign foundation to elevations and dimensions indicated. Reconstruct sub grade that are un-firm, disturbed,
or composed of unsuitable soil, or has been damaged by freezing temperatures, frost, rain, accumulated water, or construction
activities by excavating further, backfilling with satisfactory soil or fill, and compacting to original sub grade elevation.
Do not install footings in damp or saturated soils. Do not leave open excavation during off-work hours.

3. Install concrete footing with reinforcement, foundations, and other embedded items required for installation of signs,
as approved by contractor-furnished Engineer.

4., Set core drill and set anchors bolts from footing base plate onto non-shirk grout leveling bed. Ensure post is level and plumb,
and at heights indicated, with surfaces free of distortion and other defects in appearance.

5. Coordinate and install power source feed wire from adjacent sub-grade and form bend of conduit chase (sweep) into
foundation pour. Verify size requirements prior to installation.

6. Back fill footing/foundation once concrete reaches 2,500 pound compressive strength. Backfill material shall be free of
litter, debris and organic matter. Backfill material shall have not more than optimum water content prior to compaction
operations, soils to dry to suitable levels if over- saturated.

General Foundation Specifications:

1. Minimum concrete strength shall be 3,000 psi, w/ 6% air entrainment unless otherwise noted.
2. Concrete design & construction to be in accordance with ACl 318-05

3. Concrete poured into constrained earth excavations must be cure under proper conditions for four days prior to sign box installation.

(Exception: if the overall height of the sign is less than 20 feet and the sign pole(s) are adequately braced as necessary
against wind loads for a minimum of 4 days, the box may be installed the same day as the footing is poured.
4, For pier and caisson footings, concrete must be poured against undisturbed earth.

5. Maintain a minimum of 3” cover over all embedded steel.

6. Provide a maximum of 4" cover between the bottom of support pole and bottom of the concrete footing on all
direct burial footings. (Unless otherwise noted)

7. 1f clay, silt or organic soils propertied are encountered upon excavation it is the contractor's responsibility to contact a
licensed engineer for design modification.

General Specifications / Guidelines
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" ALT.

S/F llluminated Monument Sign w/ L.E.D. Display

B S/F Non llluminated Entrance Canopy Dimensional Copy
S/F Non llluminated Directionals

D S/F llluminated Field House Logo

[5] s/F Bleacher Banner (Mesh)
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ICEE

SCALE: NTS
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Exterior - Sign Location Plan
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FROFOSED STOR
MANAGEMENT |
|

Aluminum rails (top / bottom /
r~vertical) as required to secure

10mm Full Color L.E.D. Display,

edge to edge viewing area /

Lifetime Health Diagnostics Monitoring
(TYPICAL OF 2)

3)_011

5-10"

J_'_l_'_t_'_t; —I\

| | | | \)

fabricated aluminum trim %" thk routed acrylic 4" deep fabricated aluminum copy, Brick Base, brick to match building brick.

finished white address painted satin white pin mounted from bottom of copy TBD via survey
0 ELEVATION VIEW GT Atz e
SCALE: %" =1

Exterior flood lights (BY OTHERS)

THE BID FOR SIGN TYPE A
(ONLY) IS TO BE BASED UPON
PREVAILING WAGE RATES. [Date: May 16, 2014 |

SIGNTYPE: & |Externior - Monument Sign w/ Message Centers
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SCALE: 1/8" =1’

MATCHLINE SEE SHEETA1/A-212
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113'-0" CANOPY LENGTH
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0 North Partial Elevation - Main Entrance

SCALE: 1/16" =1

SIGN TYPE: B1

E S/F Non llluminated Entrance Canopy Dimensional Copy}—l

welded .063” alum. returns
painted GGP brushed silver

.063” aluminum
welded gussets required

FONT: Arial -1/8” alum. face
painted GGP brushed silver

3/8” nut, wvasher ——— |

welded alum. clip inside
of copy for rigidity

3/8” nut, washer

—

0 SITE MAP

SCALE: NTS
\— countersunk screws,

heads painted to match

3/8" nut, washer

~—————— removable .063” aluminum backs
painted GGP brushed silver

1” dia. x 2” long alum. spacers

3/8” dia. allthread

rrrrr - -

painted GGP brushed silver

MOUNTING METHOD TBD,
VIA SURVEY OF MOUNTING SURFACE

0 SECTION DETAIL

SCALE: 1"=1’

[Date: May 16, 2014 |

Exterior - Entrance Signs - North Canopy

QUARNTITY: 1
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|
o
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SCALE: 1/8" =1’
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0 South Elevation - Performing Arts / Theater - 1

SCALE: 1/16"=1’

SIGN TYPE: B2

—

E S/F Non llluminated Entrance Canopy Dimensional Copy}—T

welded .063” alum. returns
painted GGP brushed silver

.063” aluminum
welded gussets required

FONT: Arial - 1/8” alum. face
painted GGP brushed silver

3/8” nut, wvasher ——— |

welded alum. clip inside

. of copy for rigidity

3/8” nut, washer

18'-4"

heads painted to match

3/8" nut, washer

removable .063” aluminum backs
painted GGP brushed silver

— 1” dia. x 2” long alum. spacers

painted GGP brushed silver

3/8” dia. allthread

- -

MOUNTING METHOD TBD,
VIA SURVEY OF MOUNTING SURFACE

0 SECTION DETAIL

SCALE: 1"=1’

Exterior - Entrance Signs - South Canopy

0 SITE MAP
SCALE: NTS

\— countersunk screws,
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1/8” thk welded aluminum post caps
/ painted 3M 220-37 sapphire blue

=

4-0"

DOVER HIGH SCHOOL

=> Faculty Parking
€ Parking

€ Student Drop Off
A Athletic Fields

Yy

“Dover High School”
3M 220-31 Medium grey
outline (1/16” wide)

|_— 1/8” aluminum face painted
satin white w/

3M 220-37 sapphire blue vinyl
copy / arrows / logo

\

b

-5

PROPOSED
* (NORTH) F.H.
RELOCATION

ALT.

@' top & bottom will have 063 alum. returns

0 ELEVATION DETAIL

SCALE: 1"=1’

174

SIGNS DOUBLE
FACED WITH

3” Square aluminum posts
painted 3M 220-37 sapphire blue

UNIQUE COPY
ON EACH FACE

soil backfill

3.0

Entire unit will be mounted

directly into ground via

hand dug holes filled

— w/ Bag Mix Sakrete (qty.(1) 80Ib. bag per hole)

SIGN TYPE:

" §

\

. _________________ N 70 \ NN s N S \ S

SCALE: NTS

e

DOVER HIGH SCHOOL ||l DOVER HIGH SCHOOL DOVER HIGH SCHOOL E DOVER HIGH SCHOOL
= Faculty Parking E A Student Drop Off A Student Drop Off E € Athletic Fields
=> Parking X => Parking € Parking '|| €= Additional Parking
A Student Drop Off E E € Rear Entrance

| C3A |

%
b

E DOVER HIGH SCHOOL DOVER HIGH SCHOOL E DOVER HIGH SCHOOL o
€ Athletic Fields => Athletic Fields i || = Athletic Fields %\“c,ﬁ‘%
' || €= Rear Entrance => Rear Entrance E A Exit N
=> Exit € Exit :
! C5A C5B ;
0 MESSAGE SCHEDULE
SCALE: %" = 1’

Date:

May 16, 2014 |

Exterior - Small Directional signs

QUANTITY:
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1/8” thk welded aluminum post caps 1
/ painted 3M 220-37 sapphire blue ) 3 ‘ :
/ \

PROPOSED | ;
* (NORTH) F.H.

RELOCATION

50"

|

3M 220-37 sapphire blue vinyl

P I e a s e U s e i Iogt(())p & bottomave .063" alum. returns . 1""/ . ! -
Main Entrance 4 " SE—— AP A% Ommes

SCALE: NTS

<
2 y _ , Ll [T _ K o
N g oo ] A\
/ outline (1/16” wide) . LEJ e = gf{{ =
DOVER HIGH SCHOOL M SR
3-8 1" | L— 1/8” aluminum face painted L L
7 satin white w/ ; S

6-0”

SIGNS DOUBLE
FACED WITH
UNIQUE COPY
ON EACH FACE

4” Square aluminum posts
painted 3M 220-37 sapphire blue

soil backfill

3-0”
Entire unit will be mounted
directly into ground via
hand dug holes filled

' > w/ Bag Mix Sakrete
' DEAL (gty.(1) 80Ib. bag per hole)

I 10" dia |

|Date: May 16, 2014 ‘

sIGN TYPE: 7 |Extenor - Large Directional Sign
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9-0”

0 ELEVATION DETAIL

8-4 %"

SCALE: %" =1’

S -

3

White PanFlex
w/ 3M 230-157 trans cobalt blue vinyl

NOTES:

-Interior of cabinet to be painted HF Brite White
or equivalent light management primer

-All fasteners should be stainless steel

Remote Disconnect Switch (BY OTHERS) SIDE DETAIL
painted to match facade, I SCALE: 15" = 1
. 36'-6" .
¢

& e .

)

6"
T | T 1 ~
/ | il s - - [ o Y
E - L s 2 ]
| ] 1
SN— O VLTI .
@ ® o o !
A ] gl | S/F lluminated Field House Logo |
A O /A e
Lo ?f
|0
| D|
e 1] .
|\\ | 9
3 J
0 SITE MAP
SCALE: NTS
6"
.040” aluminum trim cover <~ N
painted to match 3M 220-37 sapphire blue POP RIVET‘,
J— I
. . I 7[_/ |
1/8” extruded aluminum “SignComp” CS-2103 |
painted to match 3M 220-37 sapphire blue : rq | Kendorf
: | Bracing
.040” aluminum baffels ——+— q :
direct light towards edges of cabinet : ) |
| ~ |
I
3 %" x1%"x.125” kerf cut aluminum channel ——— E ' 3/8” dia.
painted to match 3M 220-37 sapphire blue I ~ ‘ | allthread
: 1l | thru bolts
1 %" aluminum angle internal supports ——+— gl : %" 3ia_-
T N N S | 1 i [I)tigtail
12v “Meanwell Power Supply —— q :
I
Ll |
I
Bumble Bee BBE-M3-PW white L.E.D)s ——+— fl :
I
I
%" white alumilite backer—\v i ounting Surface TBD

T.0.C. - STADIUM

0 BUILDING - SOUTH ELEVATION

SCALE: 1/16" =1

SIGN TYPE: D Exterior -

FIELDHOUSE
T
SECTION DETAIL " This sign is intended to be installed in accordance with the requirements
of Article 600 of the National Electrical Code and / or other applicable

SCALE: 1 %" =1 local codes. This includes proper grounding and bonding of the sign”

[Date: May 16, 2014 |

Field House Logo

QUANTITY: 1
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SIZE

DBL. FACE or SINGLE FACE
BANNER MATERIAL
BANNER FINISH
GRAPHICS

SPECIFICATION

INSTALL METHOD

As Noted
SINGLE
MESH
WHITE

HANG VIA GROMMETS

210'-0" verify

LML b

TONTIGITITT R
\

['S/F Bleacher Banner (Mesh) [la—{ [l
‘4 P

0 SITE MAP

SCALE: NTS

~ L3X3X%

- ERAM_ENG - CUTTER| STRINGER
o~ “‘ CPDNECTOR, o~ LOCATION, TYP.
| | | ] = I I I I | I | | [ [
! ] [ il i I [ ] i i i (1] i i (] il [ il i h{
20'_0" E
verify |
— — — 1y
‘ 18'-0 ‘ i ‘ 18'—0 ; 24’-0" ‘

| 24’ —-Q” :1: 18'=0" _
o © ©
0 ELEVATION VIEW

SCALE: 1/16" =1

SIGN TYPE: E

Note:
Final Artwork - TBD

Extenor - Mesh Bleacher Banner

Date: May 16, 2014 |
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0 CROSS-SECT. DETAIL

6

|

SCALE: FULL SCALE

IO (rvPicAL)

SCALE: nts

2 17

23/8”

IO I | (TYPICAL

SCALE: FULL SCALE

maximum insert
thickness: .095”

| =

7/8"

5/8”

14"

14"

SIGN TYPE:

Interior -

SIZE As Noted
DBL. FACE or SINGLE FACE single face
FRAME MATERIAL WFP30
FRAME FINISH Natural Satin
FACE MATERIAL photopolymere
FACE FINISH PMS# 287 C Blue
COPY MATERIAL Arial MT 1/32” raised tactile address / Grade Il Braille
COPY FINISH WHITE (braille to match background color)
LOGO MATERIAL silk screened / laser printed
LOGO FINISH PMS# 287 C Blue 85%
INSTALL METHOD mounted flush to drywall / block / brick / laminate
via VHB Tape & GE CSC 2000 clear silicone adhesive

@) vounmiv DeraiL FUGIT

SCALE: nts
A—iGH

—— ¢
raised 1/32”
tactile room number ©

4'-5"

Braille for representational
purposes only

IO EETIIITET (TYPICAL
ADA Room Signs - small

[Date: May 16, 2014 |

QUANTITY:

712
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8%

11.27

-

0 CROSS-SECT. DETAIL

SCALE: %" = 1"

QY: 11x

QTY: 11x

STAIRS

maximum insert
thickness: .095”

4%

17
1"

17

@ rron e JUZIER

SCALE: %" = 1"

SIGN TYPE: G1

le

(EYTGEAN (TYPICAL)

SCALE: nts

~—

't‘»b

ELEVATOR

85% 287 c blue silkscreened logo

raised 1/32” white tactile symbols

raised 1/32” white tactile copy

Braille for representational
purposes only

SIZE

DBL. FACE or SINGLE FACE
FRAME MATERIAL

FRAME FINISH

PLATE MATERIAL

PLATE FINISH

COPY MATERIAL

COPY FINISH

LOGO MATERIAL

LOGO FINISH

SCHOOL NAME MATERIAL
SCHOOL NAME FINISH
INSTALL METHOD

As Noted

single face

WFP160

Natural Satin

photopolymere

PMS# 287 C Blue

Arial MT 1/32" raised tactile address / Grade Il Braille
white (braille to match background color)
silk screened / laser printed

85% PMS# 287 C Blue

Arial MT silk screened / laser printed
white

mounted flush to drywall / block / brick / laminate
via VHB Tape & GE CSC 2000 clear silicone adhesive

@ vountivG Dera FOLIVAR

SCALE: nts

4.5

@ cLvaron view SO

SCALE: %" =1’

[Date: May 16, 2014 |

Interior - ADA Room signs - Large (Tollet/Stair/Elevator)

QUANTITY: 45
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8 %"

4%

1"

17
1,7

17

FTS

P~

@ rron e JUZIER

SCALE: %" = 1"

0 MESSAGE SCHEDULE

SCALE: 3"=1’

85% 287 c blue silkscreened logo

raised 1/32” white tactile copy

Braille for representational
purposes only

SEE SIGN TYPE G1 FOR
TECHNICAL SPECIFICATIONS

AND MOUNTING DETAILS

Main Office B103 (2x) Culinary Arts F101 (2x)
B125 Main Gymnasium G103 (4x)
Guidance B114 Fitness Center G102 (2x)
Wellness Wrestling / Movement G104 (2x)
School Store B108 Locker Room A G110
Food Court G125 Locker Room B G118
Dining Center D101 (2x) Locker Room C H136 (2x)
Choral Room E137 (2x) Locker Room D H138 (2x)
Large Band Room E130 (2x) Auxiliary Gym H106 (4x)
Small Band Room E129 Theater E101 (4x)
Strings Room E152 Sentrum B201
Dance Room E150 Lecture Hall B206 (2x)

SIGN TYPE: G2

Interior - ADA Room =igns - Large (Feature Room)

[Date: May 16, 2014 |

QUANTITY: 46
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IO ETEEZTS (TYPICAL

SCALE: 3" =1’

20.02"

27.56”

varies

13/8”

HIGH SCHOOL

< Rotunda
< Stairs/Elevators
€< Academies

€ Guidance
€< Dining Center

< Gyms/Athletics

& Theater/Arts
€& CareerTech

—— 85% 287 c blue silkscreened logo

IO EERIEN (TYPICAL

SCALE: 3" =1’

SIGN TYPE: H

SIZE

DBL. FACE or SINGLE FACE
FRAME MATERIAL

FRAME FINISH

PLATE MATERIAL

PLATE FINISH

COPY MATERIAL

COPY FINISH

LOGO MATERIAL

LOGO FINISH

SCHOOL NAME MATERIAL
SCHOOL NAME FINISH
INSTALL METHOD

As Noted

single face

WFP131-2

Natural Satin

photopolymere

PMS# 287 C Blue

Arial MT silkscreened / laser printed
white

silk screened / laser printed

85% PMS# 287 C Blue

Arial MT silk screened / laser printed
white

mechanically fastened to wall surface
(TBD VIA SURVEY)

DOVER
HIGH SCHOOL

€ Rotunda

€ Stairs/Elevators
€ Academies

€ Guidance

€ Dining Center
« Gyms/Athletics
€ Theater/Arts

€ Career Tech

6-0"

@) ELcvarion vicwJUGTOAR

Interior - Directional Signage - Details

Date: May 16, 2014

QUANTITY: 14
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DOVER
HIGH SCHOOL

€< Rotunda

€ Stairs/Elevators
€ Academies

€ Guidance

€ Dining Center
€ Gyms/Athletics
€ Theater/Arts

€« CareerTech

HIGH SCHOOL

€ KCCS Classrooms
P Library/ Sentrum
P English @narioon
P History @narion
P Languages (naFison
P Lecture Hall saFioon

A Sciences @i
T Math (3rd Floor)

0 MESSAGE SCHEDULE

SCALE: 1 %" =1

KCCS Classrooms

DOVER

KCCS Classrooms

DOVER
HIGH SCHOOL

Main Office
Health Office
Wellness Center
Stairs

Elevators

9th Grade Acad.

DOVER
HIGH SCHOOL

Main Office
Rotunda

Stairs / Elevators
Academies
Elevators

9th Grade Acad.

SIGN TYPE: H

DOVER
HIGH SCHOOL

€ Stairs/Elevators
-> 9th Grade Acad.

€« KCCS Classrooms
-> Guidance

P Dining Center

P Gyms/Athletics

A Theater/Arts

A Career Tech

DOVER

HIGH SCHOOL

1 Main Office

P Rotunda

A Stairs/Elevators
P Academies

P Guidance

P Dining Center
-> Visual Arts

=> Career Tech

DOVER
HIGH SCHOOL

€< 9th Grade Acad.
¢ Library (2nd Floor)

¢ Sentrum (narioon

¢ EﬂgllSh (2nd Floor)

¢ HiStOI"y (2nd Floor)

1 Languages nafioon
1P Sciences @uricon

P Lecture Hall srioon
¢ Math (3rd Floor)

DOVER
HIGH SCHOOL

=> Theater

1 Performing Arts
€ Main Gymnasium
€ Athletics

€ Visual Arts

€& CareerTech

1 Stadiums

Interior - Directional Signage

[Date: May 16, 2014 |

QUANTITY: 14

SHEET 15 of 30




DOVER
HIGH SCHOOL

A Main Office

P Rotunda

1 Stairs/Elevators
P Academies

P Dining Center

A Main Gymnasium
-> Auxiliary Gym

=> Career Tech

DOVER
HIGH SCHOOL

€ Lecture Hall

-> Sciences
< Math

0 MESSAGE SCHEDULE

SCALE: 1 %" =1

DOVER
HIGH SCHOOL

A Main Office
A Rotunda
A Stairs/Elevators

P Academies

1 Dining Center
€ Performing Arts
€ Stage

DOVER
HIGH SCHOOL

€ Lecture Hall
€ Sciences
-> Math

ONLY TWO AT THIS SIZE

SIGN TYPE: H

|
IO TETETITETN ALTERNATE
] INATE
|

DOVER
HIGH SCHOOL

€ Library

€ Sentrum

< English

=> History

-> Languages

—> Lecture Hall zwrioon
=> Sciences @ rioon
=> Math ¢d Fioon)

DOVER
HIGH SCHOOL

€ Library

€ Sentrum

=> English

€ History

€ Languages

€ Lecture Hall zwrioon
€ Sciences @rioon
€ Math ;i Ficon

SCALE: %" =1’

DOVER
HIGH SCHOOL

€ Lecture Hall . Q

6-0"

Interior - Directional Signage

[Date: May 16, 2014 |

QUANTITY: 14
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40 "

4.6

0 ELEVATION DETAIL

SCALE: 1"=1’

routed acrylic

O ISOMETRIC VIEW

SCALE: NTS

5-0”

NON-ILLUMINATED PIN MOUNTED FLUSH LOGO

aluminum backer panel

mounting studs
@ back of panel

@ Face Material: 16" thick acrylic
Face & Edge Finish: PMS# 287 C Blue

@ Face to Backer panel S.S. flathead countersunk screws
Install Method:

€ Backer Panel Material:  1/8” thick routed aluminum
Backer Panel Finish: ~ White
(EDGE OF BACKER PANEL FINISHED PMS# 287 C BLUE)

@ Install Method: %" welded nuts w/ 10-24 threaded studs,
then mounted to wall
via pre-drilled holes filled w/GE SCS 2000 clear silicone.

@ Mounting Surface: Gypsum board over studs

PAPER PATTERN TO BE
SUPPLIED FOR INSTALL

Scale: NTS

INTERIOR APPLICATION

0 ELEVATION VIEW

SCALE: 1/16"=1’

SIGN TYPE: |

Interior - Main Office - Logo Sign

Date: May 16, 2014

QUANTITY: 1

SHEET 17 of 30




NON-ILLUMINATED PIN MOUNTED FLUSH LETTERS

7-43/4”

(WILL VARY FROM MESSAGE TO MESSAGE)

1
I NS P IR

[Tl _|

(SAMPLE)
0 SEE ELEVATIONS ON NEXT PAGE
 MAIN

TICKETS OFFICE
THEATER® GUIDANCE
CONCESSIONS HEALTH
GYMNASIUM= LIBRARY
HALL OF FAME SENTRUM
CAFETERIA LECTURE HALL
FOOD COURT NVOLVE
SCHOOL STORE INCLUDE
@ Vessice screDuLe INSPIRE | NVEST

[Date: May 16, 2014 |

SIGNTYPE: 1 |Intenior - Main Street - Dimensional Copy - Schedule/Details
QUANTITY: 18 SHEET 18 of 30




. FFIGE

. K
1 #
; %

r. 1.,

@) i ST (D)

SCALE: NTS

THIS COPY WILL NEED TO BE

m— MOUNTED ONTO %" X %" ALUM. TUBE STRINGERS
VERBIAGE TBD
I
[ | p ‘I ! %
i | |
. : i J : :
|
....... A | L | 1
| |
1
|

———
3
m
>
=
)
E
(7]
3 I
s =
m
. ®
I_llll "l
1‘11 ._ll

PEE Emsmm=ri et e

- S 4 IR M) i AP (s LS (S

$L|ﬂ B w———

@) v Siee 5157

SCALE: NTS

Date: May 16, 2014 |

SIGNTYPE: 1 |Intenior - Main Street - Dimensional Copy - Elevations

QUANTITY: 18 SHEET 19 of 30




1 30 17

-L LAT-IN CEILING GRID
AIRCRAFT CABLE

17/8” DIA POLE

HlGH SCHOOL SIZE As Noted

DBL. FACE or SINGLE FACE double face
BANNER MATERIAL 13 oz. vinyl
BANNER FINISH To Match PMS# 287 C Blue
GRAPHICS PMS# 287 C Blue Graphic 85%
SPECIFICATION
INSTALL METHOD hang via 2” pole pocket @ top & aircraft cable

\ 1 7/8” DIA WEIGHTED ROD

0 ELEVATION DETAIL

SCALE: %" = 1’

[Date: May 16, 2014 |

SIGN TYPE: K |Interior - Main Street - Celling Banners

QUANTITY: 23 SHEET 20 of 30




4

1”7 sq. alum. tube frame w/ 1” tube stand offs
welded to %” thk. mounting plate,
mechanically fastened to wall
(WALL SURFACE TBD VIA SURVEY)

<~——— tube frame painted pms 287 blue

digitally printed images onto
Y” thk alumilite panels

UNIQUE IMAGE FOR (12X) PANELS TBD

4-0"

0 ELEVATION DETAIL 0 ELEVATION DETAIL

SCALE: 1"=1’ SCALE: 1"=1"

- | B
'ﬂ_; . l | ’Ili ! ! i_ L_fihse ot : —{
I = b-,/"’|-'|--||'! 7
it e el ... I i
. | FTAREERT e sEall
T ij = | I'!f ﬁw s} A

[Date: May 16, 2014 |

 siGNTYPE: L |Interior - Main Street - Wall Plaques
QUANTITY: 12 SHEET 21 of 30




| 142"

DOVER -

3.6

HIGH SCHOOL -

DOVER

HIGH SCHOOL
0 ELEVATION DETAIL

SCALE: 12" =1 I\ ‘
—

NON-ILLUMINATED PIN MOUNTED FLUSH LOGO

0 ) ELEVATION VIEW |
SCALE: 1/16" =1

| 1407

HOME OF THE -

3.6
s, 1
SENATORS
v —+ A

=M

'--:.Il'l\ :
0 ELEVATION DETAIL
SCALE: %" = 1’

@ Face Material: 1" thick acrylic
Face & Edge Finish: pMS# 287 C Blue
Graphics: N/A
@ Install Method: Mold-in Thread inserts
© Install Method: 10-24 threaded stud inserts McMaster #93365A150

into back of substrate, then mounted to wall
via pre-drilled holes filled w/clear silicone.

@ Mounting Surface: ~ Block

PAPER PATTERN TO BE
s w1 SUPPLIED FOR INSTALL

INTERIOR APPLICATION

|
0 ELEVATION VIEW

SCALE: 1/16" =1’

SIGN TYPE: M |Interior - Gymnasium - Dimensional Copy

Date: May 16, 2014

QUANTITY: 2

SHEET 22 of 30




7-11 1/8"

86"

0 ELEVATION DETAIL

SCALE: 1"=1

routed acrylic

0 ISOMETRIC VIEW

SCALE: NTS

NON-ILLUMINATED PIN MOUNTED FLUSH LOGO

aluminum backer panel

mounting studs
@ back of panel

@ Face Material: 16" thick acrylic
Face Finish: PMS# 287 C Blue

@ Face to Backer panel S.S. flathead countersunk screws
Install Method:

€ Backer Panel Material:  1/8” thick routed aluminum
Backer Panel Finish:  white

@ Install Method: %" welded nuts w/ 10-24 threaded studs,
then mounted to wall

@ Mounting Surface: Venner plywood over studs

E PAPER PATTERN TO BE

i

0 ) ELEVATION VIEW |
SCALE: 1/16" =1

SIGN TYPE:

SUPPLIED FOR INSTALL

Scale: NTS

INTERIOR APPLICATION

Interior - Gymnasium - Senator Logo

via pre-drilled holes filled w/GE SCS 2000 clear silicone.

[Date: May 16, 2014 |

QUANTITY:

e

SHEET 23 of 30



FOZZIE
Note


7-6 %"

NON-ILLUMINATED PIN MOUNTED FLUSH LOGO

@ Face Material: %" thick acrylic
Face & Edge Finish: pms# 287 C Blue
Graphics: N/A

@ Install Method: Mold-in Thread inserts

0 ELEVATION DETAIL

SCALE: 1"=1’

© Install Method: 10-24 threaded stud inserts McMaster #93365A150
into back of substrate, then mounted to wall
via pre-drilled holes filled w/clear silicone.

@ Mounting Surface: Veneer plywood over studs

- / 7 ' PAPER PATTERN TO BE
‘ _ £y SUPPLIED FOR INSTALL
_ L | ~ ;‘\ = INTERIOR APPLICATION

n‘[ |l n‘u
[Date: May 16, 2014 |

0/ SIGN TYPE: 0  |Interior - Gymnasium - "D" Logo

QUANTITY:

SHEET 24 of 30
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1" 429"

S5

40" __

10-0”

20"

0 ELEVATION DETAIL

SCALE: %" = 1’

-I" LAT-IN CEILING GRID
AIRCRAFT CABLE

17/8" DIA POLE

SIZE As Noted
DBL. FACE or SINGLE FACE single
BANNER MATERIAL 13 oz. vinyl
BANNER FINISH white w/ 3" PMS# 287 C Blue border
GRAPHICS PMS# 287 C Blue Graphic
SPECIFICATION
INSTALL METHOD hang via 2” pole pocket @ top & aircraft cable

Ay

0 ) ELEVATION VIEW |
SCALE: 1/16" =1’

1...||u|||*m|||!n
il “"Hli |[J []”!l Wik

A

WEIGHTED BOTTOM

Iy
T 1. ”””I]I!...

SIGN TYPE: P

Interior - Gymnasium - Athlete Banner

Date: May 16, 2014 |

QUANTITY:

10

SHEET 25 of 30




° DOVER HIGH SCHOOL °

BASEBALL

30"

1972

.STATE CHAMPIONS,

GRAPHICS  PMS# 287 C Blue Graphic
Rigaels I (VI TBD @ LATER DATE (UNIQUE DESIGN ON EACH

0 ELEVATION DETAIL

SCALE: 1"=1’

PAINT EXPOSED
STRUCTURE
(INCLUDING

DECK) - TYPICAL ‘M

®

|3/8u 1 —~ 7

1" dia. cap (SO-CAP 9) —

Clear anodized aluminum finish

1" dia. barrel (S0-9100)
Clear anodized aluminum finish

14" thk alumilite panels

w/ digitally printed images
directly onto panel

PMS# 287 C Blue, Grey & White

AVAVAVAVAVAVAN
b

~
S~

~

~
\
\
\
\
/A
|
I
/
/
/
/
EXISTING BLOCK WALL /
/
/
- ~

—_— e —

0 SECTION DETAIL INSTALL METHOD

SCALE: 1" =1"

PAINT EXPOSED DUCTWORK

REFER TO A5/A492

—_—

F3) REFER TO E5/A492 @ @
OPERABLE
(RETRACTABLE) 13-6"
—— GRAPHICS / BASKETBALL
BANNERS - N.I.C. STANDARDS - TYP
I || OF 8LOCATIONS I
‘ T

I
| D [

~
(Fo) F10)
- 6" - (TYPICAL OF 2 AND ACCESSORIES (NOT
LOCATIONS) SHOWN FOR CLARITY (TYP)
REFER TO RCP
IL

— OPERABLE
| (RETRACTABLE)
BLEACHERS -
REFER TO PLANS

N

A

1ST FLOC

\TIH ]
MAIN GYM G103 ELEVATION

D1 1/8"=1-0"

0 ELEVATION VIEW

SCALE: 1/16 =1

SIGN TYPE:

5/16"-18 Threaded studs

Silicone Filled hole

GE SCS 2000 clear silicone.

Interior - Gymnasium - State Champ Wall Plagues

[Date: May 16, 2014 |

QUANTITY:

40
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146"

A

STEEL DECK /BEAM

T\ AIRCRAFT CABLE
DOVER HIGH SCHOOL 17/8" DIA POLE

CONFERENCE
CHAMPIONS

1968 1969 1972
1977 1978 1979

SIZE As Noted

2 0 1 0 DBL. FACE or SINGLE FACE single
BANNER MATERIAL 13 oz. vinyl

BASKETBALL

0 ELEVATION DETAIL \ 17/8” DIAWEIGHTED R

U siGNTYPE: R |Interior - Gymnasium - Conference Champ Banners

BANNER FINISH  white w/ 3" PMS# 287 C Blue border

GRAPHICS  PMS# 287 C Blue Graphic
Slyae (0 I TBD @ LATER DATE (UNIQUE DESIGN ON EACH

INSTALL METHOD hang via 2” pole pocket @ top & aircraft cable

0D

[Date: May 16, 2014 |

QUANTITY: 13
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T 4" BANNER (TYP &STEEL DECK/BEAM’
|47 - (TYP.)— AIRCRAFT CABLES AS REQ'D.

1-7/8" DIA
POLE (TOP
& BOTTOM)

2" GAPS (TYP.)

FF

8-0"

10'-10"

""""" \1-3/4" TABS (TYP.)

- =~ _
-
-
-~ _

- -
-~ _

- -
-~ _

- -
- o

DETAIL
NOT TO SCALE

Henlopen Conference - North

Dover Senators
Caesar Rodney Riders
Cape Henlopen Vikings
Polytech Panthers
Smyrna Eagles

Sussex Central

Golden Knights

Sussex Tech

Ravens

Henlopen Conference - South

Delmar Wildcats
Indian River Indians
Lake Forest Spartans
Laurel Bulldogs
Milford Buccaneers
Seaford Blue Jays
Woodbridge Blue Raiders

<

ELEVATION

QTY: (2) SETS (SEE SCHEDULE ABOVE)

17'-4"

P
O
L
Y
T
=
C
H

SIZE

DBL. FACE or SINGLE FACE
BANNER MATERIAL
BANNER FINISH
GRAPHICS

SPECIFICATION

INSTALL METHOD

TOTAL

As Noted

single

13 oz

TBD @ LATER DATE

TBD @ LATER DATE

hang via 2” pole pockets @ top & bottom

weicHTED BoT SIGMN TYPE: 5§

NOT TO SCALE

[Date: May 16, 2014 |

Interior - Gymnasium - Conference Member Banners

QUANTITY: 2-zets

SHEET 28 of 30




SIZE As Noted

STEEL DECK / BEAM DBL. FACE or SINGLE FACE single
BANNER MATERIAL 13 oz. vinyl

BANNER FINISH To Match PMS# 287 C Blue

GRAPHICS  PMS# 287 C Blue Graphic 85%
el (N0 I TBD @ LATER DATE (UNIQUE DESIGN ON EACH

INSTALL METHOD hang via 2” pole pocket @ top & aircraft cable

AIRCRAFT CABLES AS REQ'D.
|< 16' 0" }I
?

1-7/8" DIA POLE

ELEVATION

NOT TO SCALE WEIGHTED ROD

[Date: May 16, 2014 |

SIGNTYPE: T |Interior - Gymnasium - scoreboard Banners

QUANTITY: 2 SHEET 29 of 30



FOZZIE
Note


20-0"

6-0"

Y

,,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,

0 ELEVATION DETAIL

SCALE: %2" =1’

IMAGES ARE PLACE HOLDER,
ACTUAL GRAPHICS TBD @ LATER DATE

SIGN TYPE: U

SIZE As Noted
DBL. FACE or SINGLE FACE ~single
BANNER MATERIAL ~ Sail-Cloth
BANNER FINISH PMS# 287 C Blue & White
GRAPHICS PMS# 287 C Blue Graphic
SPECIFICATION

INSTALL METHOD hem all four corners, INSTALL METHOD TBD

VERIFY ALL SIZES PRIOR TO FABRICATION

0 ELEVATION VIEW

SCALE: NTS

Interior - Auxiliary Gym - Banners

[Date: May 16, 2014 |

QUANTITY: 4
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